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Valid for following products: 
LDT 68 Serial no. 92712 - 0001 – 0018 (Standard from 0006) 
LDT 85 Serial no. 92713 - 0001 – 0110 (Standard from 0060) 
VPP 68 Serial no. 93101 - 0001 – 0197 (Standard from 0062) 
VPP 85 Serial no. 93100 - 0001 – 0140 (Standard from 0072) 
 
MPT 1.07.01 is for all LDT 68/85 and VPP 68/85 On-line and Off-line 
except Heidelberg Prosetter and Suprasetter On-line configuration. 
 
MPT 1.07.01HD is for all LDT 68/85 On-line to Heidelberg SupraSetter 
and VPP 68/85 On-line to Heidelberg Prosetter. (Single Cassette Loader)
(This software is specified for the Speedway protocol on the Heidelberg 
Setter)   
 
Improvement(s): 

1. Transport current limit increased with 0,4A  
(Now Thermal 4,2 A Polymer 4,5A) 
 

2. Ready delay can now be set ON/OFF in the configuration menu. 
This is to support Setter where a busy signal, if Ready delay is on, 
will slow down the Setter production. 
 

3. Earlier start of the water circulation and brush in the Prewash 
section, to secure that the brush roller is fully supported with water 
before the plates are coming. 
 

4. The setter configuration #16 is now only available in the HD 
version of the software.  
(see at page 2 the setter configuration list) 
 

5. The Top-Up amount in Prewash and Wash is increased before the 
alarm is signaled. 
No. AG-169 1/2 
Dec / 2006 
1

PART no.: Description: 
GJ+10017976 CD.ROM,SOFTWARE,PROCESSOR 
  
PS : The CD-ROM contains all G&J processor software Setup and 
download instructions Service /User Manuals for following software type 
MPT (VPP and LDT) – MPA (Raptor Silver) – ACU (Azura Clean Out)– 
PTA (VSP)– FMA (G&J Film processor) – Q3 (Elantrix H) 
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Addition to Service note AG-169 page 1 
 
Setter name in the configuration is change from specified Setter names 
to a generic number system. 
 
Conversion table from Setter name to generic number 
 
Setter name: New generic number: 
Acento #1 
Advantage DL #1 
Advantage XSV #15 
Alfaquest Fastrak Violet #8 
Avalon LF/LFV for PM/LC and direct #7 
FlatRite 1050 #13 
Galileo UPC #10 
Heidelberg Prosetter/Suprasetter #16 (Only at the HD SW)
Lotem 400/400Q #1 
Mako 2/4/ Newsmatic #1 
Mako 8 #1 
Palladio #13 
PF-R 2055Vi #13 
PlateRite 3051/Micra #13 
Platedriver 4 /8 #10 
Polaris/Stroppe #15 
Topsetter #1 
Xcalibur 45 #10 
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